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Sound control

Perimeter seals
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Adjustable sealing systems — jamb-applied %2

7770

FRAME

#8x1.50"(38.1) FPHSMS

Solid neoprene Sponge neoprene

Solid —
neoprene

Stainless steel
adjusting screw
11.813" O.C.
Adjustable range
.310"(7.9)

~—~— 1.250"(31.8)

.250" )
(6.4) Stainless steel plate

cover with PSA
(Optional, by others)

Finishes: Options: ANSI/BHMA:
AA,BK,  S,SEC 7770AA,7770BK, 7770D,7770G  R3B264

> r G

This model is supplied with mitered corners. Extruded Bulb/Finger for double-sealing protection.

20 minute as a stop, 180 min when applied to stop.
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#6 x1.00"(25.4) PPHSDS
I

Steel spring

!

561"

\\ (14.2)
Adjusting screws approx.
~— 1.00"(25.4) ——‘ 10" on center. Max.

adjustment range: 310"(7.9)
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Silicone —» ‘

3
e
@

Finishes: Options: ANSI/BHMA:
AA, BK, S,SEC 712AA, 712BK, 712D, 712G R3E264

ne 47

Adjustable and spring loaded. Extruded Bulb/Finger for double-sealing protection.
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#6 x1.00"(25.4) PPHSDS

Pile with —»
fin seal

Adjusting screws approx.

770SP /770STST

CASED FRAME
#8x1.50"(38.1) FPHSMS N

Solid neoprene Sponge neoprene

. N } 14 Gauge
- N ENES <« .075"(1.9)Steel
Housing

1 MM( n
L W
! 1] (22.3)
1 I: "~ Stainless steel
adjusting screw
y vy _1.813"0.C.
Adjustable range
~— 1.200"(30.5) ——‘ .310"(7.9)

.310"(7.9) | .375"
Adj.range | (9.5)

Finishes: Options: ANSI/BHMA:
SP,STST S,SEC 770SP ROB264

770STST  R5B254

BHMA

(%
This model is supplied with m'l%g%?‘c%jmers. 90 min. fire rating for certified wood and metal doors
and frames when applied as a stop.
Postitive Pressure Listed as a stop for 16 gauge steel cased opening up to 90 minutes on
single and pair doors. 180 minutes when applied to a stop.

870

#6 x1.00"(25.4) PPHSDS

Silicone —

250"(64) ~ |- .875"(22

Finishes: Options: ANSI/BHMA:
AA,BK,  S,SEC 870AA, 870BK, 870D, 870G R3E264

> rYED)

Extruded Bulb/Finger for double-sealing protection.

Adijusting screws
approx. 10" on center.

873

#6 x1.00"(25.4) PPHSDS

'
.500"
(12.7)

ot

Unit has adjusting screws

wn
c ‘ ‘ 10" ter. M "
=>.g .250"(6.4) | e .875"(22.2) adjug?rﬁ:zter;ngz).(zso"(6.4) ‘« _875"(22.2) 4,‘ approx. 10" on center.
© =
(8] 8 Finishes: Options: ANSI/BHMA: Finishes: Options:
g: AA,BK, S,SEC 871AA, 871BK, 871D, 871G R3F265 AA,BK,  SEC oo
Q D,G D,G
wg
See Perimeter seals Accessories & options page for details.
Finishes: Options: Note:
A Aluminum mill finish FLO  Air flow/ sound block Finishes: SP = Steel Primed, STST=Stainless Steel.
AA  Aluminum clear anodized PSA  Pressure-sensitive adhesive
BK Aluminum black anodized ZAG Ligature resistant gasketing Verify frame manufacturer is approved to use applied stop.
D Aluminum dark bronze anodized S Order as a set
G Aluminum gold anodized SEC  Security screws
B Bronze, architectural mill finish

B-ORB Oil-rubbed aged bronze
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