Weatherstripping
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PSA Weatherstripping for glass doors &%

Glass door meeting stiles—surface mounted self-adhesive, both doors active
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Finishes: ANSI/BHMA: Finishes: ANSI/BHMA:
AA,BK,D,G B8192AA-PSA, 8192BK-PSA, 8192D-PSA, 8192G-PSA R3A735 AA,BK,D,G 8193AA-PSA, 8193BK-PSA, 8193D-PSA, 8193G-PSA R3A735
Min door gap .375", max door gap 1" Min door gap .250", max door gap .700"

Perimeter seals
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Finishes: ANSI/BHMA: Finishes: ANSI/BHMA:
A.BK,D,G 98A-PSA, 98BK-PSA, 98D-PSA, 98G-PSA R3F735 AA,BK,D,G 8194AA-PSA, 8194BK-PSA, 8194D-PSA, 8194G-PSA  R3B735
BHMA BHMA
Min door gap .250", max door gap .625" Min door gap .250", max door gap .700"
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See Weatherstripping Accessories & options page for details.
Finishes: Options: Note:
AA Aluminum clear anodized PSA Pressure-sensitive adhesive PSA models use highest-quality foam-based, double-sided tape.
BK Aluminum black anodized ZAG Ligature-resistant gasketing
D Aluminum dark bronze anodized
G Aluminum gold anodized

X
T
c
(7]
Q
Q
<

102 - Zero - Doorsealingsystems - www.zerointernational.com




